
Bakhtar Bitumen Industrial Group 

Pioneer in Bitumen, Oxidized Bitumen and Emulsion  



Bakhtar Bitumen Industrial Group is a group factory and facilities 

with very high technology  and capacity in the production of different 

types of  petroleum products. We are capable to produce up to 100,000 

metric tons / annually.  The factory space in production line and ware-

housing is 20,000 sqm and warehousing.  



INFRASTRUCTURE: 
 
Having large infrastructure is one of the most important factors in the bitumen industry making customers 
more confident and more reliable for buying bitumen from this company. With this aim BAKHTAR BITU-
MEN, as one of the largest suppliers of bitumen in Iran has equipped its factory with the latest technology 
and machineries in the world to reach the highest quality of product. 



OUR VISION: 
 
This company’s main target is to produce and supply high 
quality bitumen with modern and global standards. Fol-
lowing this aim, we do our best efforts to become the 
largest producer and supplier of bitumen in different types 
in Iran and export them all over the world.  



This grade of Bitumen is mainly used in the manufacture of hot   mix asphalt for bases and wearing courses. 

Penetration Grade Bitumen is petroleum grade bitumen, manufactured from fractional / vacuum distillation of crude 

oil. The Bitumen is produced from vacuum residue (short residue) feedstock. Penetration Grade bitumens are 

specified by the penetration and softening point test. Designation is by penetration range only. The penetration grade 

bitumens have a thermoplastic property which causes the material to soften at high temperatures and to harden at 

lower temperatures. This unique temperature/viscosity relationship is important when determining the performance 

parameters such as the adhesion, rheology, durability and application temperatures of bitumen.  

Bitumen:  
Bitumen Penetration Grade 60/70 is a 

standard penetration grade Bitumen 

usua l ly  used  a s  a  Pav ing  Grade 

Bitumen suitable for road construction 

and for the production of asphalt 

pavements with superior properties.     



Blown asphalt has three 

types of soft, medium and 

hard and categorized by 

softening point and 

penetration. Available grade: 

Blown asphalt 150/5, it is 

150 as softening point and 5 

as penetration. Oxidized 

bitumen 115/15 , it is 115 as 

softening point and 15 as 

penetration also 90/40, 

95/25,90/15, 85/40, 85/35, 

85/25, 75/25. 

  

Oxidized bitumen blown asphalt 

is produced by air blown system to make 

hard hydrocarbon in various softening point 

and penetration. Oxidized bitumen is 

available in various packing including 25kg 

melt able bag, craft bag and steel drum also 

bulk vessel.  



Technical Specifications:  Bitumen 



Technical Specifications:  Oxidized Bitumen 



Technical Specifications:  Oxidized Bitumen 



Technical Specifications:  Oxidized Bitumen 



Gilsonite is a naturally occurring soluble 

solid hydrocarbon, a form of asphalt (or bitumen) with a 

relatively high melting temperature. Although the 

substance has been historically mined in the Uintah 

Basin, resources are being discovered and mined more 

recently in other countries such as Colombia and Iran. 

Gilsonite applications are in different industries all over 

the world and we export this product for different 

applications like, paint, ink, … .  

Gilsonite / Natural Asphalt coal and powder:  

https://en.wikipedia.org/wiki/Hydrocarbon
https://en.wikipedia.org/wiki/Asphalt
https://en.wikipedia.org/wiki/Bitumen


Gilsonite / Natural Asphalt:  



Every year, the bitumen industry invests substantial 
amounts in research and development, as scientists and 
technicians work to discover new applications for 
refined bitumen, particularly for polymer modified 
bitumen. The demand for better road surfaces is rising 
and new types of asphalt mixtures are increasing the 
demand for modified bituminous binders, with superior 
properties. Our company is also committed to this 
development and our R & D Department is always up to 
date to the new findings of this industry. 

Research & Development:  



      PACKING: 

One carton: 25kg 

Each pallet: 36 carton 

Each pallet: 900 kg 

Each 20x container: 24 pallet 

Each 20x container: around 22 tons 

One drum: 185 kg , in one 20x 
container , 20 MT loaded 

Packing 

and 

Loading:  



Packing and Loading:  

Oxidized Bitumen in carton 

          on wooden pallets 



Packing and Loading:  

60/70 in Metal drum 



Packing and Loading:  

 

              60/70 in Metal drum 

Oxidized Bitumen in polybag 

 



Oxidized bitumen in  

              Polybags  
60/70 in 300 kg  Jumbo bags 



60/70 in jumbo bags 

Gilsonite in jumbo bag 



 
60/70 in 1000 kg jumbo bags 



 

Tehran Head Office:  

No 721, 7th Floor, Goldis Tower, 
Sadeghieh Sq, Tehran, Iran. 

Tel: +98 21 46055797  

Sales Manager Mob/Whatsapp:  

+98 912 387 9127 

Email:  sales@bakhtarbitumen.com 

info5.dolphin2@gmail.com 

Factory:   

Bistoon Industrial 
Zone ,Kermanshah ,Iran 

Tel : +98 383 4735129 
Fax : +98 383 37227211 

Email: sales@bakhtarbitumen.com 

Factory Manager Mob:  

+98 918 3312416 

 

Bakhtar Bitumen Industrial Group 

www.bakhtarbitumen.com 

 

mailto:sales@oxidizedbitumensuppliers.com
mailto:bakhtar.ghir@gmail.com
mailto:sales@oxidizedbitumensuppliers.com

